|
INFRARED RAY SHRINK TUNNEL T(-<=2)

INSTRUCTION MANUAL



1C-421F TNFRARED RAY SHRINK TUNNEL INSTRUCTION WANUAL

. COBECT POVER OTE THE VOLTAGE CORRECT OF Y01, 220V
. PUSH SOURCE SVITCH 10 SER LIGAT BRIGHT, THEN ADJUST COWEYOR $5L1
SPEED (ABOUT 5-6 DEGREE)

. PUSH HEATER SWITCH, ADJUST TEWPERATURE FOR BOTH TOP AND BOTTON OKE,
ABOUT 120-160 DEGREE.

. IF ON HEATING, THE INSTRUCTION LAKP WILL BE BRIGHT AND AVTOMATIC OPF
FOR RIGHT TENPERATURE, THEN START.

- IF THERE 1S CAUSED SHRINKAGE FILN NOT FLAT, PLEASE ADJUST TENPERATURE
RIGHER OR FAST THE CONVEYOR SPEED.

ORING 10 K0T 418 RISE, THE 0P LVRR TENPERATIRE. SHOLLD BE ADJUSTED
LOVER THAN BOTTON ONE. PLEASE ADJUST IT 10 NATCH VITH THE CONVEYOR
BOLT SPEED 10 GET GOOD SERINK BFFCT.
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