
DPC50 "I" Bar Clam Shell Sealer
Multi-Point Sealing Machine

Easy, fast, multiple sealing 
points. Place clam shell 
over sealing heads, press 
down, hold 1 or 2 seconds, 
release. Standard unit 
offers two sealing head, 
add another if needed.

Distributed by: Pro Pack Solutions, Inc.  770-554-1187
2421B Lance Court, Loganville, Georgia 30052



Use and Care Instructions

1. This unit is designed to accommodate clamshells made of OPS,
PSP, PVC and EPS.  Caution: The clam shell requires a minimum
flat perimeter edge of 1/4" (6.35mm) to be used with this sealer.

2. While the unit is unplugged and cool, use a soft tooth brush to
periodically clean the sealing tips.

3. Never touch the sealing tips until the unit is unplugged and has
cooled off after use.

4. Never drop or subject the multi-point sealing machine with any
liquid. Damage to the unit or elctrical shock may occur.

5. Never drop or subject the machine to other impact, which may
cause damage to the unit.

6. Never plug the sealing head into 110v or 220v directly.  You must
use the power strip provided.

7. Never change the plug on the point sealer assemblies to a style
other than provided on the original equipment

8. the heat-sealing tips, located in the point sealer assemblies are
coated with Teflon. Holding or striking these tips with metal
objects will damage the coating and diminish the effectiveness of
the unit.

9. The wires on the sealing heads are meant to be bent 90 degrees at
the plastic case. If needed the purpose of the springs are to keep
the clam shell off the bottom sealing heads until the sealing
heads meet. For more info call technical help.

Warranty Infomation

The model DPC50 I-bar Clam Shell Sealer is guaranteed for a period 
of 90 days from the date of delivery against electrical or mechanical 
defects. We will replace any parts that fail during this period at no 
charge. This warranty does not cover abuse or damage from 
improper use or if repairs were made by unauthorized persons.

PPS Tech help line: 770-554-1187



Specifications:

Model: DPC50 I2
Voltage: 120v, Power strip to accomodate up to 6 sealing points. 
Watts: 14.5 per Point Sealer Assembly
Switch Settings: Hi - Low - Off (210C - 180C - Off)
Cord Length: 18.5"

Assembly Instructions:

1. After removing all the components attach the upper 
assembly to the base plate with allen screws.

2. Position "U" shape of sealing head over the lower rail and 
tighten the thumb screw clockwise to secure.

3. Take the other half of the sealing jaw and position directly 
above to the upper rail so the sealing heads align and 
thighten thumb screw. The sealing heads need to contact 
each other squarely when the upper rail is lowered.

4. Plug the sealing jaw into the power strip.
5. Plug power strip into a 115v outlet.  
6. The wires near the sealing head serve to prevent the clam 

shell from resting on the sealing heads when operating the 
sealer.  The upper wires can be bent 90 degrees out of the 
way. The lower springs can be bent 90 degrees and then 
twisted up to be just above the sealing head if needed.

7. Start sealing on the low setting, then move to the hi setting 
if needed. Depending on the type of material, the material 
thickness and whether the high or low switch setting was 
chosen, the time needed to engage the sealing jaws will vary. 
It may take some experimenting to determine the exact 
time needed for a proper seal. Generally 1-2 seconds.
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