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THERMAL INKJET PRINTER

Power Connection

 

 

Adapter input: 100-240VAC, 50/60Hz, 1.4A
Adapter output: 24VDC - 2.5A, 60W
Do not use unapproved, incorrect, or unstable
power supply

CAUTION!

Setup adapter Connect adapter
to power port 

Plug adapter to
wall outlet 

Package Content

Clamps Short round bars Long round bars

Power adapter Anti-Shock (Optional)Screw driver

Data cable ScrewsLint-free clothGround cable

Controller Printhead
(*)

Base clamp Clamp-
mounting

(*) Smart-Jet   TS PRO / Smart-Jet   TS MAX / Smart-Jet   TS REACH

Push down latch;
insert and push  
cartridge forward

Lift up and push 
latch forward to 
lock in cartridge; 
always close latch 
before use

Distributed By:
Pro Pack Solutions
(770) 554-1187
sales01@propacksolutions.com



External Connection
Pin diagram

External Sensor

External Encoder

Alarm Beacon

Create new message
At main screen, select          button to open Design interface
Click on         button to create a new message

All available objects can be inserted by using 

Click on the         button to save the message

Select and Print a Message

Setting Print Parameters

Run with External Encoder 
At the main screen, select

Run with Internal Encoder
At the main screen, select

Run with Sensor mode
At the main screen, select

Run with Continuous mode 
At the main screen, select

Ground Connection

B ( 4 : 1 )

B

Controller

Ground

Log in

Enter the username and password to log in the printer

• Username: Administrator
• Password: admin@2021
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Technical Support
For additional product information, please visit
www.msscllc.com 

For technical issues:
www.msscllc.com/contact/
Email: ijtech@msscllc.com

For all other technical support, please contact us:

MSSC, LLC
926 McDonough Lake Rd
Collinsville, IL 62234  USA
Phone: +1 618.343.1006
Fax: +1 618.343.1016

Distributed Worldwide

Note: 
• Users have the option to select Remember me to save
their password for future logins
• If the password is entered incorrectly more than five times,
user will be locked out and unable to log in

Select Enabled to activate user levels and passwords to manage 
which users can access selected features; select Disabled to bypass 
multiple user levels and access.

At the main screen, click on           button to view the available 
messages to print:

Select a message from the list to see a preview displayed 
on the right side of the screen. 
Select then click the           button to open the desired message

Click the          button to start print


